
UNIT #1 (original) 
Configure LN2 Sensor Parameters
Main Tank Full Sns Cap (pF) 771
Inner Tank Full Sns Cap (pF) 747
Main Tank Empty Sns Cap (pF) 725
Inner Tank Empty Sns Cap (pF) 688
Sinewave Frequency ` 400

Configure LN2 Fill Parameters
LN2 Full Stept(%) 99
LN2 Near Empty Stept(%) 25
LN2 Empty Stept(%) 15
Fill Time (mins) 19
Hold TIme (mins) 701
Fill Mode (1:DR, 0:Norm) 0.00
# of samples to read 100.00

UNIT #2 (Spare) 
Configure LN2 Sensor Parameters
Main Tank Full Sns Cap (pF) 696
Inner Tank Full Sns Cap (pF) 661
Main Tank Empty Sns Cap (pF) 635
Inner Tank Empty Sns Cap (pF) 630
Sinewave Frequency ` 500

Configure LN2 Fill Parameters
LN2 Full Stept(%) 90
LN2 Near Empty Stept(%) 30
LN2 Empty Stept(%) 20
Fill Time (mins) 10
Hold TIme (mins) 500
Fill Mode (1:DR, 0:Norm) 0.00
# of samples to read 10.00

IMPORTANT NOTE: Unit#2 was configured similar to UNIT#1 actually we are using the 
UNIT#2 in 4star instrument.


